Salisbury Township, Lehigh County

Private BMP Annual Inspection Form
ENERGY DISSIPATERS

inspection Date:

Address:

Owner: Contact:

Phone: Email:

Maintenance Contractor: Yes No HOA: Yes No

Contractor Name:

Contractor Address:

Phone:

Email:

INSPECTION INSTRUCTIONS:

Each BMP requires a separate inspection form.
A photo of each BMP is required with the inspection form.
Before and after photos for BMPs requiring maintenance.

¢ Complete the checklist that corresponds with the specific BMP.
CHECKLIST:
Requires [Maintenance
Condition Maintenance Required When: Maintenance | Performed
Yes, No or N/A[ Yes or No

EXTERNAL ROCK PAD

Missing or moved
rock

Only one layer of rock exists above native soil in

area five square feet or larger, or any exposure of
native soil.

Erosion

Soil erosion in or adjacent to rock pad.

DISPERSION TRENC

H

Pipe plugged with
sediment

Accumulated sediment that exceeds 20% of the
design depth.

Not discharging
water properly

Visual evidence of water discharging at
concentrated points along trench (normal
condition is a “sheet flow” of water along trench).
Intent is to prevent erosion damage.

Perforations
plugged

Over %2 of perforations in pipe are plugged with
debris and sediment.




DISPERSION TRENCH

Condition

Maintenance Required When:

Requires
Maintenance
Yes, No or N/A

Water flows out top
of “Distributer” catch
basin

Maintenance person observes or receives
credible report of water flowing out during any
storm less than design storm or its causing or
appears likely to cause damage.

Maintenance
Performed
Yes or No

Receiving area over-
saturated

Water in receiving area is causing or has
potential of causing landslide problems.

INTERNAL MANHOLE

/ CHAMBER

Worn or damaged
post, baffles, side of
chamber

Structure dissipating flow deteriorates to %2 of
original size or any concentrated worn spot
exceeding one square foot which would make
structure unsound.

Notes or Comments:




